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SECTION 01 73 29 
CUTTING AND PATCHING 

PART 1 -  GENERAL 

1.1  RELATED DOCUMENTS 

A.  Drawings and general provisions of the Contract, in cluding General and 
Supplementary Conditions and other Division 01 Spec ification Sections, 
apply to this Section. 

1.2  SUMMARY 

A.  This Section includes procedural requirements for c utting and patching. 

B.  Related Sections include the following: 

1.  Division 02 Section " Demolition" for demolition of  selected portions 
of the building. 

2.  Divisions 02 through 49 Sections for specific requi rements and 
limitations applicable to cutting and patching indi vidual parts of the 
Work. 

3.  Division 07 Section "Penetration Firestopping" for patching fire-rated 
construction 

1.3  DEFINITIONS 

A.  Cutting:  Removal of in-place construction necessar y to permit installation 
or performance of other Work. 

B.  Patching:  Fitting and repair work required to rest ore surfaces to original 
conditions after installation of other Work. 

1.4  SUBMITTALS 

A.  Cutting and Patching Plan:  Submit plan describing procedures at least 10 
days prior to the time cutting and patching will be  performed.  Include the 
following information: 

1.  Extent:  Describe reason for and extent of each occ urrence of cutting 
and patching. 

2.  Changes to In-Place Construction:  Describe anticip ated results.  
Include changes to structural elements and operatin g components as well 
as changes in building appearance and other signifi cant visual elements. 

3.  Products:  List products to be used for patching an d firms or entities 
that will perform patching work. 

4.  Dates:  Indicate when cutting and patching will be performed. 

5.  Utilities and Mechanical and Electrical Systems:  L ist services and 
systems that cutting and patching procedures will d isturb or affect.  
List services and systems that will be relocated an d those that will be 
temporarily out of service.  Indicate how long serv ices and systems will 
be disrupted. 

6.  Structural Elements:  Where cutting and patching in volve adding 
reinforcement to structural elements, submit detail s and engineering 
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calculations showing integration of reinforcement w ith original 
structure. 

7.  Architect's and COTR Approval:  Obtain approval of cutting and patching 
procedures before cutting and patching.  Approval d oes not waive right 
to later require removal and replacement of unsatis factory work. 

1.5  QUALITY ASSURANCE 

A.  Cutting and Patching:  Comply with requirements for  and limitations on 
cutting and patching of construction elements. 

1.  Structural Elements:  When cutting and patching str uctural elements, 
notify COTR and Architect of locations and details of cutting and await 
directions from the Architect before proceeding.  S hore, brace, and 
support structural element during cutting and patch ing.  Do not cut and 
patch structural elements in a manner that could ch ange their 
load-carrying capacity or increase deflection 

2.  Operational Elements:  Do not cut and patch operati ng elements and 
related components in a manner that results in redu cing their capacity 
to perform as intended or that results in increased  maintenance or 
decreased operational life or safety. 

3.  Other Construction Elements:  Do not cut and patch other construction 
elements or components in a manner that could chang e their load-carrying 
capacity, that results in reducing their capacity t o perform as intended, 
or that results in increased maintenance or decreas ed operational life 
or safety. 

4.  Visual Elements:  Do not cut and patch construction  in a manner that 
results in visual evidence of cutting and patching.   Do not cut and patch 
exposed construction in a manner that would, in COT R's and Architect's 
opinion, reduce the building's aesthetic qualities.   Remove and replace 
construction that has been cut and patched in a vis ually unsatisfactory 
manner. 

B.  Manufacturer's Installation Instructions:  Obtain a nd maintain on-site 
manufacturer's written recommendations and instruct ions for installation 
of products and equipment. 

C.  Cutting and Patching Conference:  Before proceeding , meet at Project site 
with parties involved in cutting and patching, incl uding mechanical and 
electrical trades.  Review areas of potential inter ference and conflict.  
Coordinate procedures and resolve potential conflic ts before proceeding. 

PART 2 -  PRODUCTS 

2.1  MATERIALS 

A.  General:  Comply with requirements specified in oth er Sections. 

B.  In-Place Materials:  Use materials identical to in- place materials.  For 
exposed surfaces, use materials that visually match  in-place adjacent 
surfaces to the fullest extent possible. 

1.  If identical materials are unavailable or cannot be  used, use materials 
that, when installed, will match the visual and fun ctional performance 
of in-place materials. 

C.  Provide fire-resistive materials and firestopping m aterials that are 
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compatible with existing and substrates and are app roved by UL or another 
testing and inspecting agency acceptable to authori ties have jurisdiction 
for use in fire-resistive designs indicated. 

D.  Concrete Work shall conform to American Concrete In stitute Standard 301 
Specification.  Use Portland Cement Type 1 per ASTM  C150 and normal weight 
aggregates per ASTM C33.  Design minimum to be 3000  lbs. normal weight 
concrete.  Ready-mix to comply with ASTM C94. 

E.  Roofing Material, Flashing, and Roof Specialties Ma terial:  Selection 
should be on the compatibility with the existing Ro ofing System components 
and approved by the existing roofing manufacturer s o they are in compliance 
with the existing warranty. Coordinate with COTR. 

PART 3 -  EXECUTION 

3.1  EXAMINATION 

A.  Examine surfaces to be cut and patched and conditio ns under which cutting 
and patching are to be performed. 

1.  Compatibility:  Before patching, verify compatibili ty with and 
suitability of substrates, including compatibility with in-place 
finishes or primers. 

2.  Proceed with installation only after unsafe or unsa tisfactory conditions 
have been corrected. 

3.2  PREPARATION 

A.  Temporary Support:  Provide temporary support of Wo rk to be cut. 

B.  Protection:  Protect in-place construction during c utting and patching to 
prevent damage.  Provide protection from adverse we ather conditions for 
portions of Project that might be exposed during cu tting and patching 
operations. 

C.  Adjoining Areas:  Avoid interference with use of ad joining areas or 
interruption of free passage to adjoining areas. 

D.  Adjacent Occupied Areas:  Where interference with u se of adjoining areas 
or interruption of free passage to adjoining areas is unavoidable, 
coordinate cutting and patching in accordance with requirements of Division 
01 Section "General Requirements". 

E.  Existing Utility Services and Mechanical/Electrical  Systems:  Where 
existing services/systems are required to be remove d, relocated, or 
abandoned, bypass such services/systems before cutt ing to  prevent 
interruption to occupied areas. 

3.3  PERFORMANCE 

A.  General:  Employ skilled workers to perform cutting  and patching.  Proceed 
with cutting and patching at the earliest feasible time, and complete without 
delay. 

1.  Cut in-place construction to provide for installati on of other components 
or performance of other construction, and subsequen tly patch as required 
to restore surfaces to their original condition. 

B.  Existing Warranties:  Remove, replace, patch, and r epair materials and 
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surfaces cut or damaged during installation or cutt ing and patching 
operations, by methods and with materials so as not  to void existing 
warranties. 

C.  Cutting:  Cut in-place construction by sawing, dril ling, breaking, 
chipping, grinding, and similar operations, includi ng excavation, using 
methods least likely to damage elements retained or  adjoining construction.  
If possible, review proposed procedures with origin al Installer; comply with 
original Installer's written recommendations. 

1.  In general, use hand or small power tools designed for sawing and 
grinding, not hammering and chopping.  Cut holes an d slots as small as 
possible, neatly to size required, and with minimum  disturbance of 
adjacent surfaces.  Temporarily cover openings when  not in use. 

2.  Finished Surfaces:  Cut or drill from the exposed o r finished side into 
concealed surfaces. 

3.  Concrete Masonry:  Cut using a cutting machine, suc h as an abrasive saw 
or a diamond-core drill. 

4.  Cutting of Existing Roofing System due to the insta llation of HVAC 
equipment, must be performed in accordance with man ufacturer’s 
instructions.  Installation of the HVAC equipment m ust provide access 
for the repair of the roofing materials and flashin g.  Coordinate work 
with HVAC Contractor. 

5.  Mechanical and Electrical Services:  Cut off pipe o r conduit in walls 
or partitions to be removed.  Cap, valve, or plug a nd seal remaining 
portion of pipe or conduit to prevent entrance of m oisture or other 
foreign matter after cutting. 

6.  Proceed with patching after construction operations  requiring cutting 
are complete. 

D.  Patching:  Patch construction by filling, repairing , refinishing, closing 
up, and similar operations following performance of  other Work.  Patch with 
durable seams that are as invisible as possible.  P rovide materials and 
comply with installation requirements specified in other Sections. 

1.  Inspection:  Where feasible, test and inspect patch ed areas after 
completion to demonstrate integrity of installation . 

2.  Exposed Finishes:  Restore exposed finishes of patc hed areas and extend 
finish restoration into retained adjoining construc tion in a manner that 
will eliminate evidence of patching and refinishing . 

a.  Clean piping, conduit, and similar features before applying paint or 
other finishing materials. 

b.  Restore damaged pipe covering to its original condi tion. 

3.  Floors and Walls:  Where walls or partitions that a re removed extend one 
finished area into another, patch and repair floor and wall surfaces in 
the new space.  Provide an even surface of uniform finish, color, 
texture, and appearance.  Remove in-place floor and  wall coverings and 
replace with new materials, if necessary, to achiev e uniform color and 
appearance. 

a.  Where patching occurs in a painted surface, apply p rimer and 
intermediate paint coats over the patch and apply f inal paint coat 
over entire unbroken surface containing the patch.  Provide 
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additional coats until patch blends with adjacent s urfaces. 

4.  Ceilings:  Patch, repair, or rehang in-place ceilin gs as necessary to 
provide an even-plane surface of uniform appearance . 

5.  Exterior Building Enclosure:  Patch components in a  manner that restores 
enclosure to a weathertight condition. 

6.  Where fire-resistive material thickness was reduced  below that which is 
required to obtain fire-resistive rating indicated due to removal or 
damage during construction, activity must be patche d or repaired 
according to their relevant specification Number. 

7.  Ceilings:  In any area where new architectural, mec hanical, electrical, 
or plumbing, work is indicated and any existing cei lings are to remain 
the contractor must patch, repair, or rehang existi ng ceilings as 
necessary to provide an even-plane surface of unifo rm appearance. 

E.  Roofing Repair Guidelines: 

1.  Only trained roof installer familiar with the produ cts being used should 
perform the installation of roofing materials, flas hing and manufacture 
roof specialties. 

2.  Adequate provisions should be made for the proper f lashing of HVAC and 
electrical equipment including their service piping  and conduits.  

3.  Perform all roof top work in accordance with NRCA a nd manufacturer details 
and instructions. 

4.  Install flashing to conform to standards set forth in the SMACNA 
Architectural Sheet Metal Manual and NRCA Manual.  All roof top work 
(Removal of existing roofing, installation of roofi ng materials, 
flashing, equipment, etc.) should be performed in t he same day. 

5.  All work should be performed in a way that it doesn ’t void the existing 
warranty.  After work is completed the contractor m ust arrange for a 
final inspection with the manufacturer and the COTR  to verify work was 
done per their instruction.  

F.  Cleaning:  Clean areas and spaces where cutting and  patching are performed.  
Completely remove paint, mortar, oils, putty, and s imilar materials 

3.4  CORRECTION OF THE WORK 

A.  Repair or remove and replace defective construction .  Restore damaged 
substrates and finishes. 

1.  Repairing includes replacing defective parts, refin ishing damaged 
surfaces, touching up with matching materials, and properly adjusting 
operating equipment. 

B.  Restore permanent facilities used during constructi on to their specified 
condition. 

C.  Remove and replace damaged surfaces that are expose d to view if surfaces 
cannot be repaired without visible evidence of repa ir. 

D.  Repair components that do not operate properly.  Re move and replace 
operating components that cannot be repaired. 

E.  Remove and replace chipped, scratched, and broken g lass or reflective 
surfaces. 

- - - E N D - - - 


